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(57) ABSTRACT

A plant for building tires includes a plurality of working
locations, at least one first working location being associated
with at least two loading/unloading locations, a proximal one
and a distal one, each of said working locations and loading/
unloading locations being associable with a forming drum.
The production cycle is controlled by the method of: (i)
loading a first forming drum into the at least one first working
location; (ii) loading a second forming drum into the loading/
unloading location; (iii) at the end of the working provided in
the at least one first working location, unloading the first
forming drum into the proximal loading/unloading location.
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1
PROCESS AND PLANT FOR BUILDING
TYRES

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a national phase application based on
PCT/IB2010/055165, filed Nov. 15, 2010, which claims the
priority of Italian Patent Application No. MI2009A002241,
filed Dec. 21, 2009, and the benefit of U.S. Provisional Appli-
cation No. 61/282,314, filed Jan. 20, 2010.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a process and a plant for
building tyres. In greater detail, the invention concerns a
method, a process and the equipment used for building the
green tyre, to be subsequently submitted to a curing cycle for
obtaining the final product.

2. Description of the Related Art

A tyre for vehicle wheels generally comprises a carcass
structure including at least one carcass ply having respec-
tively opposite end flaps in engagement with respective annu-
lar anchoring structures, integrated into the regions usually
identified with the name of “beads”, and having an inner
diameter substantially corresponding to a so-called “fitting
diameter” of the tyre on a respective rim.

Associated with the carcass structure is a belt structure
comprising one or more belt layers, disposed in radial super-
posed relationship relative to each other and to the carcass ply,
and having textile or metallic reinforcing cords with a crossed
orientation and/or substantially parallel to the circumferential
extension direction of the tyre. At a position radially external
to the belt structure, a tread band is applied which is of
elastomeric material too, like other semifinished products
constituting the tyre.

In addition, respective sidewalls of elastomeric material
are applied at an axially external position to the side surfaces
of the carcass structure, each extending from one of the side
edges of the tread band until close to the respective annular
anchoring structure to the beads. In tyres of the “tubeless”
type, an airtight coating layer, usually named “liner” covers
the inner surfaces of the tyre.

After building of the green tyre, carried out through assem-
bly of respective components, a curing and molding treatment
is generally carried out which aims at determining the struc-
tural stabilisation of the tyre by cross-linking of the elasto-
meric compounds, and impressing a desired tread pattern on
the tyre as well as possible distinctive graphic marks at the
tyre sidewalls.

EP 1312 462 discloses a building system wherein along a
production line there is a ply-feeding station, a carcass-build-
ing station, an assembling station and a belt-building station
equipped with respective drums. Transport members mov-
able along the production line carry out transfer of the work-
pieces from a work station to another, removing the work-
piece from a drum for placing it on the drum of the following
station.

EP 1 481 791 discloses a tyre production system compris-
ing a plurality of carcass-building stations distributed to a
given mutual distance for forming the carcass structures on
respective carcass-building drums sequentially transferred
along a carcass-building line. Along a belt-producing line the
belt structures provided with tread band are formed on respec-
tive belt-building drums sequentially moved between belt-
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building stations to a predetermined distance from each other.
The carcasses and belts are mutually assembled within a
curing mold.

WO 2009/040594, in the name of the same Applicant,
discloses a plant and a process for producing tyres, compris-
ing the following steps: a) forming a carcass structure of a
green tyre on a first building drum in at least one carcass-
building line; b) forming a crown structure on an auxiliary
drum in at least one crown structure-building line; ¢) shaping
the carcass structure into a toroidal configuration for coupling
it to the crown structure in at least one assembling and shap-
ing station of the tyre being processed. Operation of the
assembling and shaping station is synchronised with that of
the carcass-building line and the crown structure-building
line. Each carcass structure is maintained in engagement on
the respective building drum at least until completion of the
shaping step. The built tyre is cured and molded in a curing
and molding line separated from the assembling and shaping
station.

SUMMARY OF THE INVENTION

In connection with processes and plants like those illus-
trated above, in particular those of the type disclosed in WO
2009/040594, the Applicant has judged it of importance to try
to increase the daily productivity for tyres different from each
other in terms of size and structure, while maintaining a high
operating flexibility of the production itself.

More specifically, by “operating flexibility” in this context
it is intended the possibility of using basic semifinished prod-
ucts for each tyre (i.e. continuous elongated elements or ele-
ments cut to size of elastomeric material only, and of elasto-
meric material reinforced with textile or metallic cords
disposed along the longitudinal direction of the element
itself), which semifinished products are different from each
other as regards the type of elastomeric material and/or the
type of textile or metallic reinforcing cords, and also as
regards the sizes and amounts of the basic semifinished prod-
ucts within the individual tyres.

The Applicant has also ascertained that the processes and
apparatus conceived in accordance with the above mentioned
documents for example, do not allow an optimal exploitation
of the capacities of the apparatuses intended for treating the
tyre in the different work stations.

In particular, there are work stations in which the cycle
time intervening between starting of working of one tyre and
starting of working of a following tyre, is greater than the
cycle time required in other work stations.

In this context, the Applicant has found that the productiv-
ity of the whole plant appears to be conditioned by the greater
cycle time required in some work stations, while other work
stations could also meet a greater productivity and therefore
appear not to be exploited according to their real capacities.

The Applicant has also understood that interventions aim-
ing at reducing the time required for completing a working
cycle are necessary, in particular in the work stations usually
calling for a higher cycle time, so as to improve productivity
of the whole plant, while at the same time increasing the
exploitation of the other work stations basically requiring a
lower cycle time.

In more detail, the Applicant has perceived the possibility
of greatly reducing the time required for completing a work-
ing cycle without inducing any penalty in the production
quality and flexibility, by optimising the operations and
equipment for loading and unloading the forming drums in
the work stations.
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More specifically, the Applicant has found that if in at least
one of the work stations, at least one of the forming drums
entering and exiting the same work station respectively is
provided to be transferred to an intermediate transfer loca-
tion, before being engaged in the proper working location or,
respectively, being definitively moved away from the work
station, the time for completing a working cycle is greatly
reduced, every design specification being however main-
tained.

In greater detail, in a first aspect, the invention relates to a
method of controlling the production cycle of a plant for
manufacturing tyres, said plant providing a plurality of work-
ing locations, at least one first working location being asso-
ciated with at least two loading/unloading locations, a proxi-
mal one and a distal one respectively, each of said working
locations and loading/unloading locations being associable
with a forming drum, said method comprising:

(1) loading a first forming drum into said at least one first
working location (4a);

(i1) loading a second forming drum (25) into said distal load-
ing/unloading location;

(iii) at the end of the working provided in said at least one first
working location (4a), unloading said first forming drum (2a)
into said proximal loading/unloading location.

In accordance with a second aspect, the invention relates to
a process for building tyres involving use of a plurality of
forming drums, each designed to carry a tyre being processed
and at least one work station intended for carrying out at least
one respective process working on the tyre being processed,

wherein transfer of at least one first and one second form-
ing drum close to said at least one work station involves:

picking up the second forming drum from an entry loca-
tion, which drum is to be submitted to one of said pro-
cess workings in a first working location being part of
the work station itself;,

picking up the first forming drum from the first working

location, which drum has been submitted to said process
working in the first working location itself;

engaging the second forming drum in the first working

location;

transferring the first forming drum to an exit location;

wherein at least one of said second forming drum and first
forming drum is transferred to an intermediate transfer loca-
tion before being engaged in the first working location or
transferred to the exit location, respectively.

In accordance with a third aspect, the present invention
relates to a plant for building tyres for vehicle wheels, com-
prising:

at least one work station having at least one first working

location associable with a forming drum;

at least two forming drums;

at least one intermediate handling device for said forming

drums;

wherein, under steady conditions, a first forming drum is
associated with said first working location, a second forming
drum being associated with said intermediate handling
device;

at least said first forming drum being associated with said
intermediate handling device before the first forming drum is
transferred to an exit location.

It is the Applicant’s opinion that in this way it is possible to
minimise the time intervening between removal of the out-
going forming drum and engagement of the incoming form-
ing drum, using at least one auxiliary handling device
designed to retain the incoming forming drum or the outgoing
forming drum, while at least one primary handling device
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4

carries out removal of the outgoing forming drum or intro-
duction of the incoming forming drum respectively, from and
into the work station.

The present invention, in at least one of the aforesaid
aspects, can have one or more of the preferred features here-
inafter described.

Provision can be made for the following additional func-
tions of:

(iv) mutually inverting the distal and proximal loading/un-
loading locations associated with said second forming drum
and first forming drum, respectively;

(v) unloading said first forming drum from the distal location
resulting from the preceding inversion.

Preferably, functions (i), (ii), (iii), (iv), (v) are carried out
repetitively.

At least one second working location can be associated
with at least two respective loading/unloading locations,
wherein each of said first and second working locations forms
a distinct and independent assembly with respect to the other
working location (4a, 45).

Preferably, at least one second working location is pro-
vided wherein said first and second working locations are
associated with the same at least two loading/unloading loca-
tions.

Also provided can be the function of:

(vi) unloading the second forming drum from the distal loca-
tion.

Preferably, function (vi) precedes function (iii).

According to a preferred embodiment, each forming drum
is transferred from each work station to the following work
station.

Preferably, the second forming drum is picked up from the
entry location before the first forming drum has been picked
up from the first working location.

According to a different preferred embodiment, the second
forming drum is released in the first working location orin the
intermediate transfer location before the first forming drum
has been released in the exit location.

Preferably, the second forming drum is released in the first
working location simultaneously with transfer of the first
forming drum to the intermediate transfer location.

Preferably, transfer of said first forming drum to the inter-
mediate transfer location comprises: picking up the first
forming drum from the first working location by means of a
grip member carried by a supporting structure, said support-
ing structure being alternately movable, relative to the first
working location, between a first position and a second posi-
tion, for translation of the first forming drum from the first
working location to the intermediate transfer location.

Preferably, engagement of said second forming drum in the
first working location comprises: picking up the second form-
ing drum from the intermediate transfer location by means of
a first grip member carried by a supporting structure, said
supporting structure being alternately movable relative to the
first working location between a first position and a second
position, for translation of the second forming drum from the
intermediate transfer location to the first working location.

In a variant, engagement of the second forming drum in the
first working location comprises: transferring the second
forming drum from the entry location to the intermediate
transfer location; picking up the second forming drum from
the intermediate transfer location, by means of a first grip
member interconnected with a second grip member by a
movable supporting structure; translating the movable sup-
porting structure to the first working location for picking up
the first forming drum from the first working location by
means of said second grip member; inverting the mutual
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positioning of said first and second grip members for bringing
the second forming drum to the first working location; trans-
lating the movable supporting structure away from the first
working location so as to transfer the first forming drum to the
intermediate transfer position.

In a different preferred embodiment, provision is made for:
picking up a third forming drum from the entry location,
which drum is to be submitted to one of said process workings
in a second working location being part of said work station;
picking up a fourth forming drum submitted to the process
working in the work station, from the second working loca-
tion; engaging the third forming drum in said second working
location simultaneously with transfer of the fourth forming
drum to the intermediate transfer station.

According to a preferred embodiment, picking up of the
third forming drum and the fourth forming drum are carried
out by said first grip member and second grip member,
respectively.

In greater detail, the third forming drum is preferably
picked up after the first forming drum has been released into
the intermediate transfer location.

Preferably, the first forming drum and fourth forming drum
are picked up from the first working location and the second
working location respectively, by a first grip member and a
second grip member carried by a supporting structure, which
supporting structure is alternately movable relative to the
working locations between a first position and a second posi-
tion, to cause translation of the first forming drum and the
fourth forming drum from the respective working location to
the intermediate transfer location.

In a further variant, the first forming drum and fourth
forming drum are picked up from the first working location
and the second working location respectively, by a first grip
member and a second grip member carried by a first support-
ing structure and a second supporting structure respectively,
each of said first and second supporting structures being
alternately movable relative to the working locations between
a first position and a second position, for causing translation
of'the first forming drum and the fourth forming drum respec-
tively, from the respective working location to the intermedi-
ate transfer location.

Preferably, the second grip member picks up the fourth
forming drum when the first grip member is in the interme-
diate transfer location.

Preferably, said first forming drum and second forming
drum are associated with said intermediate handling device
before the first forming drum is transferred to an exit location.

Preferably, said first forming drum and second forming
drum are associated with said intermediate handling device
before said second forming drum is associated with said first
working location.

In greater detail, the intermediate handling device is pref-
erably designed to transfer the second forming drum from an
intermediate transfer location to said first working location
and/or to transfer the first forming drum from the first work-
ing location to the intermediate transfer location.

At least one primary handling device may be also provided
for transferring the second forming drum from an entry loca-
tion to the intermediate transfer location and/or for transfer-
ring the first forming drum from the intermediate transfer
location to an exit location.

According to a preferred embodiment, it is also provided at
least one primary handling device for transferring the second
forming drum from an entry location to the first working
location and/or transferring the first forming drum from the
first working location to an exit location.
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6

The intermediate handling device preferably comprises: at
least one first grip member suitable for engagement with each
forming drum; at least one supporting structure carrying said
first grip member and alternately movable relative to said at
least one first working location between a first position and a
second position, for causing translation of said at least one
first grip member between the intermediate transfer location
and the first working location.

In a variant, the intermediate handling device comprises at
least two symmetrically opposite grip members.

Preferably, the intermediate handling device is interlocked
with said first working location and a second working loca-
tion.

Preferably, said first and second working locations are
symmetrically disposed relative to the intermediate transfer
location.

In a possible embodiment, said intermediate handling
device comprises a first grip member and a second grip mem-
ber interlocked with said first working location and a second
working location being part of the work station, respectively.

Preferably, each of said grip members operates in a respec-
tive working location when the other grip member is in the
intermediate transfer location.

Said at least two grip members are preferably carried by a
rotating structure hinged on the supporting structure accord-
ing to a first rotation axis.

Preferably, said first rotation axis is disposed to a central
position relative to the grip members.

Preferably, the supporting structure is rotatable about a
second rotation axis orthogonal to said first rotation axis.

Preferably, the supporting structure is movable in a first
direction away from the first working location, and a second
direction perpendicular to the first direction.

Preferably, said primary handling device comprises a
robotized arm.

BRIEF DESCRIPTION OF THE DRAWINGS

Further features and advantages will become more appar-
ent from the detailed description of some preferred but not
exclusive examples embodying the present invention. This
description will be set out herein after with reference to the
accompanying drawings, given by way of non-limiting
example, in which:

FIG. 1 shows a top diagram of a work station being part of
aplant for building tyres, made in accordance with the present
invention;

FIG. 2 shows a top diagram of a second embodiment of a
work station;

FIG. 3 shows a top diagram of a third variant of a work
station;

FIG. 4 is atop diagram of a fourth variant of a work station;

FIG. 5 shows a top diagram of a fifth variant of a work
station.

DETAILED DESCRIPTION OF THE INVENTION

With reference to the accompanying drawings, a work
station being part of a plant for building tyres, not shown on
the whole as not of importance to the aims of the present
invention has been generally denoted by 1. In said plant at
least two forming drums 2a, 2b, 2¢, 2d are moved following
a predetermined path through one or more of said work sta-
tions 1, intended for carrying out respective process work-
ings.

Each forming drum 2a, 25, 2¢, 2d is adapted to support a
tyre being processed, directly formed on the forming drum by
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deposition and/or handling of different components, such as
one or more carcass plies, annular reinforcing structures to
the beads, one or more belt layers, tread band, sidewalls
and/or others.

Each component is preferably directly formed on the form-
ing drum 2a, 2b, 2¢, 2d in addition to the previously laid
components, and/or suitably handled in accordance with a
predetermined process working carried out in the respective
work station 1, until obtaining a finished green tyre to be
submitted to a curing treatment.

To the aims of the present specification and the following
claims, by “tyre being processed” itis also intended a forming
drum 2a, 2b, 2¢, 2d that is empty and is about to receive a first
tyre component concurrently with a first process working.

Transfer devices carry out transfer of each building drum
from each work station 1 to the following work station.

At least one of the work stations 1 is preferably provided
with at least one entry location 3, designed to sequentially
receive the forming drums 2a, 25, 2¢, 2d that may come from
apreceding process working. Integrated into the work station
1 is at least one first working location 4a for example com-
prising a chuck 5 and a tailstock 6 sequentially associable, at
each work cycle, with a single forming drum 2a, 25, 2¢, 2d
coming from the entry location 3 so as to submit it to the
process working. At least one exit location 7 is further asso-
ciated with the work station 1 for sequentially receiving the
forming drums 2a, 2b, 2¢, 2d previously submitted to the
process working carried out by the same work station. The
individual forming drums 2a, 25, 2¢, 2d received in the exit
location 7 can be then transferred to a following work station
1.

Atleast one of said entry locations 3 and exit location 7 can
be represented by the working location of an adjacent work
station.

Movement of each forming drum 2a, 256, 2¢, 2d between
said entry location 3, working location 4a and exit location 7
relies on at least one intermediate handling device 8, prefer-
ably cooperating with at least one primary handling device
9a, 95 consisting of a robotized arm, for example.

Referring particularly to FIG. 1, the intermediate handling
device 8 is adapted to transfer a first forming drum 24 from the
first working location 4a to an intermediate transfer location
10. The intermediate handling device 8 is also adapted to
transfer a second forming drum 24 from the intermediate
transfer location 10 to the first working location 4a.

In a possible alternative variant not shown, the intermedi-
ate handling device 8 can be entrusted with the only task of
transferring the second forming drum 24 from the intermedi-
ate transfer location 10 to the first working location 4a.

Still referring in particular to FIG. 1, the primary handling
device 9a is entrusted with the task of transferring the second
forming drum 25 from the entry location 3 to the intermediate
transfer location 10. In addition or as an alternative, the pri-
mary handling device 9a can be intended for transferring the
first forming drum 2a from the intermediate transfer location
10 to the exit location 7.

Preferably, the intermediate handling device 8 comprises at
least one grip member 11a, 115 defining at least two loading/
unloading locations, a proximal one and a distal one relative
to the first working location 4a, each associable with a form-
ing drum 2a, 2b. In greater detail, in the example shown in
FIG. 1 a first grip member 11a and a symmetrically opposite
second grip member 115 are provided, each of them corre-
sponding to one of the proximal and distal loading/unloading
locations. The grip members 11a, 115 are mounted on at least
one supporting structure 12 which is alternately movable
relative to the first working location 4a between a first posi-
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tion and a second position, to move the grip members 11a,
115 preferably by translation between the intermediate trans-
fer location 10 and the first work location 4a.

In greater detail, when the supporting structure 12 is in the
first position, the distal loading/unloading location repre-
sented by the second grip member 115 in FIG. 1 is coincident
with the intermediate transfer location 10. When the support-
ing structure 12 is in the second position, the proximal load-
ing/unloading location represented by the first grip member
11a in FIG. 1 is coincident with the first working location 4a.

The grip members 11a, 115 are carried by a rotating struc-
ture 13 hinged on the supporting structure 12 according to a
first rotation axis X, which is preferably horizontal and/or
centrally disposed relative to said grip members 11a, 115.

Upon command of actuators made in known manner, the
rotating structure 13 is movable through angular rotations of
180° so as to mutually invert the position of the grip members
11a, 115 and therefore the proximal and distal loading/un-
loading locations.

The production cycle of plant 1 is controlled following a
method according to which the first forming drum 2a is
loaded in the first working location 4a and the second forming
drum 24 is loaded in the distal loading/unloading location. At
the end of the working provided in the first working location
4a the first forming drum 2a is unloaded in the proximal
loading/unloading location.

In greater detail, for transfer of the first and second forming
drums 2a, 26 close to the work station 1 it is provided that,
while the first forming drum 2a is associated with the first
working location 4a for carrying out the process working on
the respective tyre being processed, the second forming drum
2b carrying a respective tyre to be submitted to the process
working is picked up from the entry location 3, by the primary
handling device 9a for example, to be engaged on one of the
grip members 115 of the intermediate handling device 8, at
the distal loading/unloading location coincident with the
intermediate transfer location 10. At the end of the process
working, the supporting structure 12 of the intermediate han-
dling device 8 carries out a translation from the first to the
second positions, as shown in chain line in FIG. 1.

Consequently, the grip member 11a corresponding to the
proximal loading/unloading location lends itself to engage
the first forming drum 2a for unloading it from the first
working location 4a. By a 180° rotation of the rotating struc-
ture 13, the proximal and distal loading/unloading locations
are mutually inverted and, as a result, the mutual positioning
of the first and second forming drums 2a, 25 carried by the
respective grip members 11a, 115 is exchanged. In more
detail, the first forming drum 2a is transferred to the distal
loading/unloading location, while the second forming drum
25 is transferred to the proximal loading/unloading location
and engaged in the first working location 4a. Preferably, the
second forming drum 25 is released in the first working loca-
tion 4a simultaneously with transfer of the first forming drum
24 to the intermediate transfer location 10.

By a new translation of the supporting structure 12 to the
first position, the first forming drum 2a reaches the interme-
diate transfer location 10 to be unloaded by the primary
handling device 9a, 96 from the distal location resulting from
the previous inversion and transferred to the exit location 7.

When operation is under steady conditions, while the first
forming drum 2a is associated with the first working location
4a to be submitted to the respective process working, the
second forming drum 25 is associated with the intermediate
handling device 8. The first forming drum 2¢ and second
forming drum 25 are both associated with the intermediate
handling device 8 before transferring the first forming drum
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2a to the exit location 7 and/or before associating the second
forming drum 24 with the first working location 4a.

For the sake of clarity, in the following table it is repro-
duced, by way of non-limiting example, a possible flow chart
of'the forming drums 24, 26 between the working location 4a,
the proximal loading/unloading location and the distal load-
ing/unloading location.

Proximal Distal

loading/unloading loading/unloading
Working location location location
First drum Empty Second drum
Empty First drum Second drum
Empty Second drum First drum
Second drum Empty First drum
Second drum Empty Empty

The work cycle starts again with the repetitive execution of
the above described process functions, by loading a new first
forming drum in the distal loading/unloading location coin-
cident with the intermediate transfer location, which new
forming drum will subsequently have to replace the second
forming drum 254 in the working location.

In the above described sequence, the second forming drum
2b can be picked up from the entry location 3 before the first
forming drum 24 has been picked up from the first working
location 4a. In addition, the second forming drum 25 can be
released in the first working location 4a and/or in the inter-
mediate transfer location 10 before the first forming drum 2a
has been released in the exit location 7. Replacement of the
forming drums 2a, 25 at the first working location 4a can
therefore take place within a very reduced period of time.

FIG. 2 shows a second solution for accomplishment of the
present invention. In this case, the intermediate handling
device 8 is interlocked with a first working location 4a and a
second working location 45, preferably disposed symmetri-
cally to the intermediate transfer location 10.

The supporting structure 12 of the intermediate handling
device 8 is movable between a first position at which one of
the grip members 11a, 115 is associated with the first working
location 4a, a second position at which the opposite grip
member is associated with the second working location 45
and a third intermediate position, shown in FIG. 3, in which
both grip members 11a, 115 are released from the respective
working locations 4a, 4b.

The supporting structure 12 of the intermediate handling
device 8 can rotate also about a second rotation axis Y, which
is preferably vertical and/or orthogonal to the first rotation
axis X. When the supporting structure 12 is in the third inter-
mediate position, by an angular rotation through 90° for
example in either way, the grip members 11a, 115 of the
intermediate handling device 8 lend themselves to be indi-
vidually brought to the intermediate transfer position 10.

The intermediate handling device 8 cooperates with a first
primary handling device 9a designed to transfer the forming
drums 2a, 25, 2¢, 2d from the entry location 3 to the interme-
diate transfer location 10, and a second primary handling
device 96 for transter of the forming drum 2a, 25, 2¢, 2d from
the intermediate transfer location 10 to the exit location 7.
However a single primary handling device 9a interlocked
with both the entry 3 and exit 7 locations can be used.

During the process working on the first forming drum 2a
previously loaded in the first working location 4a, the sup-
porting structure 12 is rotated about the second rotation axis
Y as shown in chain line, so that one of the grip members 11a,
1154 is brought to the intermediate transfer location 10 for
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receiving the second forming drum 26 picked up from the
entry location 3 by the first primary handling device 9a.

By anew rotation through 90°, the second forming drum 25
is positioned in the distal loading/unloading position relative
to the first working location 4a.

When the process working in the first working location 4a
has been completed, the grip member 11a positioned in the
proximal loading/unloading position is brought into engage-
ment with the first forming drum 2a, due to an advancing
movement of the supporting structure 12.

A rotation of the supporting structure 12 through 180°
around the first rotation axis X causes inversion of the grip
member 11a, 115 positioning, and therefore replacement of
the first forming drum 2a with the second forming drum 25 in
the first work station.

The supporting structure 12 moves backwards to the third
position and carries out a 90° rotation around the second
rotation axis Y to bring the first forming drum 2a to the
intermediate transfer position 10 so that said first drum can be
picked up by the second primary handling device 95 and be
transferred to the exit location 7.

Thus a third forming drum 2c¢, picked up from the interme-
diate transfer location 10 by the first primary handling device
9a can be positioned on the grip member 114 cleared from the
first forming drum 2a.

The supporting structure 12 rotates again around the sec-
ond rotation axis Y bringing the third forming drum 2¢ to the
distal loading/unloading position relative to the second work-
ing location 4b, where a process working is about to be
completed on a previously loaded fourth forming drum 24.

When the process working in the second working location
4b has been completed, the grip member positioned in the
proximal loading/unloading position relative to the second
working location 45 is brought into engagement with the
fourth forming drum 3d, due to moving forward of the sup-
porting structure 12.

A new rotation of the supporting structure 12 through 180°
about the first rotation axis X causes inversion of the posi-
tioning of the grip members 11a, 115 and consequently
replacement of the fourth forming drum 24 with the third
forming drum 2¢ in the second working location 44.

The supporting structure 12 moves backwards again to the
third position and rotates through 90° around the second
rotation axis Y to bring the fourth forming drum 2d to the
intermediate transfer location 10, which drum 2d is thus
picked up by the second primary handling device 95 to be
transferred to the exit location 7.

A new forming drum picked up from the entry location 3 by
the first primary handling device 9a will be loaded on the grip
member in the intermediate transfer location 10, giving rise to
a new work cycle.

Thus it is possible to interlock two working locations 4a,
45b in the same work station 1, both associated with the load-
ing/unloading locations of the same intermediate handling
device 8.

Unlike the solution described with reference to FIG. 2,ina
third variant shown in FIG. 3 the supporting structure 12 of
the intermediate handling device 8 is movable along a first
direction “A” away from and close to each of the working
locations 4a, 4b, and in addition along a second direction “B”
perpendicular to the first direction.

This situation, as compared with the example shown in
FIG. 2, enables the positioning of the intermediate transfer
location 10 to be moved away from the working locations 4a,
45, so that movement of the primary handling devices 9a, 95
is not hindered by the bulkiness of said working locations 4a,
4b. The intermediate handling device 8 in fact can be brought
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out of the space included between the two working locations
4a, 456 for reaching the intermediate transfer location 10 dis-
posed relatively away from the working locations 4a, 4b.

FIG. 4 shows a fourth example for accomplishment of the
present invention, in which the intermediate handling device
8 comprises a first grip member 11a and a second grip mem-
ber 115 interlocked with the first working location 4a and the
second working location 45, respectively.

The supporting structure 12 of the intermediate handling
device 8 is alternately movable, preferably in the absence of
the rotations around the first and/or the second rotation axes
X, Y described above with reference to the solutions shown in
FIGS. 1-3, between a first position at which the first grip
member 11a operates in the first working location 4a (corre-
sponding to a proximal loading/unloading location relative to
said first working location 4a) while the second grip member
1154 is in the intermediate transfer location 10 (corresponding
to a distal loading/unloading location relative to said first
working location 4a), and a second position at which, as
shown, the second grip member 115 operates in the second
working location 4b (corresponding to a distal loading/un-
loading location relative to said first working location 4a),
while the first grip member 11a is in the intermediate transfer
location 10 (corresponding to a proximal loading/unloading
location relative to said first working location 4a).

The first forming drum 2a and fourth forming drum 24 can
therefore be picked up by the first grip member 11a and the
second grip member 115 respectively, to be each transferred
from the respective working location to the intermediate
transfer location 10.

At least one primary handling device 9a operates on said
entry location 3, exit location 7, first working location 4a,
second working location 46 and intermediate transfer loca-
tion 10.

The first forming drum 2a is picked up from the entry
location 3 and loaded on the first working location 4a upon
the action of the primary handling device 9a, while in the
second working location 44 the process working is being
carried out on the fourth forming drum 24.

While the process working on the first forming drum 2a
previously loaded into the first working location 4a is about to
come to an end, the primary handling device 9a picks up the
second forming drum 24 from the entry location 3 and takes
it close to the first working location 4a, making it ready for
loading thereon. At the end of the process working in the first
working location 44, the intermediate handling device 8 picks
up the first forming drum 2a by the first grip member 11a and,
moving away by translation from the first working location
4a, transfers the drum itself to the intermediate transfer loca-
tion 10, making the second grip member 115 ready for pick-
ing up the fourth forming drum that is about to be treated in
the second working location 44.

Meanwhile, the primary handling device 9« is loading the
second forming drum 24 into the first working location 4a.
The primary handling device 9a then reaches the intermediate
transfer location 10 for picking up the first forming drum 2a,
as shown in FIG. 4, and transferring it to the exit location 7.

Afterwards, the primary handling device 9a picks up the
third forming drum 2¢ from the entry location 3, to move it
close to the second working location 45, wherein the process
working on the fourth forming drum 24 is about to come to an
end. At the end of this process working, the fourth forming
drum 2d is picked up by the intermediate handling device
through the second grip member 115 and transferred to the
intermediate transfer location 10, while the first grip member
11a gets ready to pick up the second forming drum 254 in the
first working location 4a. The primary handling device 9a
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releases the third forming drum 2c¢ in the second working
location 45 and then reaches the intermediate transfer loca-
tion 10 for picking up the fourth forming drum 24 and transfer
it to the exit location 7.

The primary handling device 9a reaches the entry location
3 again, for picking up a new building drum and starting a new
work cycle.

Therefore it is possible to manage the flow of the forming
drums 2a, 2b, 2¢, 2d in the first and second working locations
4a, 4b using only one primary handling device 9a¢ and only
one intermediate handling device 8 of simplified structure.

FIG. 5 shows a fifth example for accomplishment of the
invention. Unlike what is described above with reference to
FIG. 4, the first and second grip members of the intermediate
handling device 8 are carried by a first supporting structure
124 and a second supporting structure 125, respectively. Each
supporting structure 12a, 125 is alternately movable from and
towards the respective first and second working locations 4a,
4b, between a first position and a second position for causing
translation of the respective forming drum 2a, 26, 2¢, 2d from
the first and second working locations 4a, 4b to a respective
first and second intermediate transfer location 10a, 105, dis-
posed to a closely spaced distance or possibly being coinci-
dent with each other.

Each of the first and second working locations 4a, 45
therefore forms, together with the respective supporting
structure 12a, 125 of the intermediate handling device 8, a
distinct and independent assembly with respect to the other
working location, which assembly is interlocked with at least
the same primary handling device 9a in the same work station
1.

Inthe example shown, a single primary handling device 9a
cooperates with both the movable structures 10a, 105 for
serving both the working locations 4a, 45, in the same manner
as described with reference to FIG. 4. In accordance with a
possible variant not shown, also applicable to the example in
FIG. 4, a first and a second handling device 9a, 95 can be
provided which are respectively designed for loading of the
forming drums 2a, 25, 2¢, 2d from the entry location 3 to the
working locations 4a, 4b, and unloading of the forming drums
2a, 2b, 2¢, 2d from the respective intermediate transfer loca-
tions 10a, 105 to the exit location 7, in the same manner as
explained with reference to FIGS. 2 and 3.

In the example shown, the first and second supporting
structures 124, 125 of the intermediate handling device 8 are
movable along the same direction between the working loca-
tions 4a, 4b disposed in mirror image relationship with each
other. In a possible variant, the movement trajectories can
respectively take an angled orientation, at 90° for example,
for meeting different layout requirements of the plant.

The invention claimed is:

1. A method of controlling the production cycle of a plant
for manufacturing tyres, said plant providing a plurality of
working locations including a first working location being
associated with a final loading/unloading location positioned
proximal to the first working location and an intermediate
loading/unloading location positioned distal to the first work-
ing location, each of said working locations and loading/
unloading locations being capable of being associated with a
forming drum used to make the tyres, the method comprising:

(1) working on a first forming drum loaded in said first
working location,

(i1) picking up and loading a second forming drum into said
intermediate loading/unloading location from an entry
location;

(iii) at an end of the working provided in said first working
location, picking up and unloading said first forming
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drum from the first working location and loading said
first forming drum into said final loading/unloading
location, said picking up being accomplished by grip
members positioned at opposite ends of said first form-
ing drum along a horizontal axis;

(iv) mutually inverting positions of said second forming
drum and first forming drum, respectively, wherein said
inverting comprises a 180 degree rotation of a support-
ing structure holding the first and second forming drums
about an axis parallel to the horizontal axis after moving
the supporting structure linearly to a position where the
grip members engage the first forming drum to perform
the picking up of step (iii) and where the 180 degree
rotation occurs;

(v) picking up and loading said second forming drum into
said first working location when the second forming
drum is located in the final loading/unloading location
following the inversion; and
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(vi) picking up and loading said first forming drum into an
exit location when the first forming drum is located in
the intermediate loading/unloading location following
the inversion.

2. The method as claimed in claim 1, repetitively carrying

out (1), (ii), (iii), (iv), (v), and (vi).

3. The method as claimed in claim 2, further comprising a
second working location associated with respective loading/
unloading locations, wherein each of said first and second
working locations forms a distinct and independent assembly
with respect to one another.

4. The method as claimed in claim 1, comprising:

before loading or unloading a respective forming drum at
said intermediate loading/unloading location, rotating
the supporting structure about a vertical axis.

5. The method as claimed in claim 4, wherein the support-

ing structure is rotated about the vertical axis by 90 degrees.
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